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Ill. KX 5000

KINDERMANN KX 5000 KX 5000 NL

Ref. No. 8757000010 8757000020

Display type LCD LCD

Resolution XGA XGA

ANSI lumens 4500 4500

Weight 8.2 kg 7.2 kg

Easy change of lamp and air fi lter, even if 
unit is mounted on the ceiling

High connectivity

Model Focal length Projection distance Image size diagonal Ref. No.
ELS01 f= 28.8 - 36.6 mm 0.78 - 3.41 m 1.27 - 5.08 m 8533000000
ELS02 f= 36.5 - 45.8 mm 1.05 - 8.31 m 1.02 - 7.62 m 8533000001
ELS03 f= 51.0 - 64.3 mm 5.58 - 21.41 m 2.03 - 7.62 m 8533000002

Interchangeable lenses for KX 5000 NL

KINDERMANN KX 5000 / 5000 NL without lens
The reliable projector for permanent installation

■ High connectivity: 5 video in, 4 audio in, 1 audio out 
 (synchronized with the image)
■ Highly effi cient fi lter system 
 (optional against dust and smoke)
■ Side access for lamp and fi lter change
■ Low fan noise (29 dBA in eco mode)
■ Quick power on/off
■ Antitheft device through password protection 
 and safety rod
■ LAN for system check and network control
■ KX 5000 NL with optional interchangeable lenses 
 (see chart below)

THE NEW GENERATION OF KINDERMANN DATA/VIDEO PROJECTORS –
THE RIGHT PROJECTOR IN THE RIGHT PLACE
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THE NEW KINDERMANN KX 3200 SERIES –
FOR VIRTUOSO PRESENTATIONS IN ALL POSITIONS...

KINDERMANN KX 3200 series
The new powerful 3LCD business projectors

■ Quick power on/off (in only 10 seconds)
■ Low fan noise – 29 dB in eco mode
■ High connectivity: DVI-I, LAN (3250 W, 3300), RS 232 etc.
■ Integrated 8 W loudspeaker
■ Handy IR remote control
 with mouse (except model ‘active’) and laser pointer
■ Safety
 Kensington lock, anti-theft device, 
 PIN code query (can be switched off) 
■ Many automatic functions
 source selection, synchronization, 
 ceiling projection, 
 vertical Keystone correction
■ Maintenance-friendly
 Easy change of lamp and fi lter (sidewards), 
 even if mounted on the ceiling

KINDERMANN KX 3200 3200 wide 3250 W 3300

Ref. No. 8496000000 8475000000 8497000000 8498000000

Display type LCD LCD LCD LCD

Resolution XGA XGA WXGA XGA

ANSI lumens 2600 3000 2600 3500

Weight 3.3 kg 3.6 kg 3.3 kg 3.3 kg

Ill. KX 3300 with LAN (LAN only in KX 3250 W and KX 3300)
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(Ill. smaller)

KINDERMANN KX 3200 active
The multi-talent for interactive presentation without special whiteboard

■ Whiteboard function due to integrated camera, which communicates with the two IR pointers
■ Control software on CD ROM, ready in no time, no installation necessary
■ Good for nearly any projection surface
 Operation control in real time, processing, changing, printing and mailing of data, etc.
■ For stationary and mobile use, interactive function for images sized 1.5 – 3 m

KINDERMANN KX 3200 active

Ref. No. 8499000000

Display type LCD

Resolution XGA 

ANSI lumens 2600

Weight 3.4 kg

System requirements                Windows MAC

System software MS Windows®, 2000 (SP4), XP (SP 2) 
or higher, VISTA 32, 64

MAC OS X V10.4, 10.5

Processor similar to Intel Pentium IV or higher Intel or POWER PC

Memory (RAM) min. 256 MB min. 512 MB 

Hard disc storage min. 30 MB min 10 MB

Min. computer requirements CD-ROM drive, 1 x USB 2.0 port CD-ROM, 1 x USB 2.0

Image size diagonal
(interactive function)

1.5 – 3 m 1.5 – 3 m

Supplied with IR telescope pointer and pointer with pen, software for interactive 
presentation

The advantages:

■ With the help of the IR pointer or pen 
 you can control all functions of your 
 software directly, on any projection surface. 
■ How to operate the interactive unit can 
 be learnt in a few minutes.
■  Contents can be marked, altered or 
 stored with the IR pointer or pen.

■ With the help of the IR pointer or pen 
you can control all functions of your 
software directly, on any projection surface.

■ How to operate the interactive unit can
be learnt in a few minutes.

■ Contents can be marked, altered or 
stored with the IR pointer or pen.




